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VS 100-36

Technical Data
Dimensions 350 mm x 320 mm x 90 mm [B x T x H]

13.78 in x 12.60 in x 3.55 in [B x T x H]

Control 0 - 10 V, DALI, DMX, POT, IOT

Input Voltage Power supply: internal |

Power Consumption Max. 100 W

Power Factor Correction > 0,94 

Protection Class I

Output Voltage 36 VDC

Inrush COLD START 70A(t=1000 s measured at 50% I) at 230VAC; width peak Per NEMA 410
COLD START 35A(t=1000 s measured at 50% I) at 110VAC; width peak Per NEMA 410

Operating Temperature -20 °C / +40 °C | -4 °F / +104 °F

Housing Steel-sheet, powdercoated

Housing Color(s) White (RAL 9010)

Weight 5,7 kg (12.57 lbs)

Ingress Protection IP20

Environment

indoor

Certification
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Engineering Drawing
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Project Fixture# Date

Firm

Ordering Information
Choose the option that suits your needs and write its corresponding code on the approbriate line to form the product code.

VS-100-36- -

DIMMING

NDIM Non-dimmable

0-10V Dimmable - 0-10V

DALI Dimmable - DALI

DMX Dimmable - DMX

POT Dimmable - POT

IOT Dimmable - IOT

DIMMING

-

WIRING

CE Europe

ETL North America

WIRING

-

POWER SUPPLY
TYP

RGBW RGBW

HP hp pureWhite

TW tunableWhite

ECO eco pureWhite / pureColor

POWER SUPPLY TYP

Y02

Sample Order Code: VS-300-36-dim-0-10V-CE-RGBW-Y02

* Project-specific options are available - Please contact our Sales Representative for further information.
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